LA-UR-95-1931

ly owned rights. Refer-

encehereinmanyspeciﬁcoommercinlpmduct.prmormvhebyuudennme,undmarh

agency of the United States
thereof, nor any of their
manufacturer, or otherwise does not necesaarily cuastitute or imply its endorsement, recom-

Government. Neither the TJnited States Government nor any agency
nformation, apparatus, product, or

assumes any legal liability or responsi-

aulhonexpmwdhcnindonmmilymuorrdbctlhmdthe

United States Government or any agency thereof.

mendation, nr favoring by the United States Government or any agency therecof. The views

This report was prepared as an account of work sponsored by an
employces, makes any warranty, express or implied, or

bility for the accuracy, complcieness, or usefulness of any i

proccss disclosed, or represents that its use would not infringe privatel

and opinions of

Author(s):

|

Los Alamos

NATIONAL LABORATORY

O/ I T T wg v~ — ryg

SHEBA-II AS A CRITICALITY SAFETY BENCHMARK EXPERITMENT

R. J. LaBauve, J. L. Sapir

ICNC '95/Nuclear Criticality Safety
Albuquerque, NM
September 17-21, 1995

Los Alamos National Laboratory, an affirmative action/equa! opportunity empidyer, is operated by the University ot California for the U.S. Department of Energy
under contract W-7405-ENG-38. By acceptance of this article, the publisher recognizes that the U.S. Government retains & nonexclusive, royalty-free license to
publish or reproduce the published form of this contribi don, or to aliow others to do 8o, for U.S. Government purposes. The Loa Alamos Natlonal Laboratory
requests that the publisher kinyly this article as wor« performed under the auspices of the U.S. Depariment of Energy.

Form No. 838 RS
ST 2629 1091

Bid R


About This Report
This official electronic version was created by scanning the best available paper or microfiche copy of the original report at a 300 dpi resolution.  Original color illustrations appear as black and white images.



For additional information or comments, contact: 



Library Without Walls Project 

Los Alamos National Laboratory Research Library

Los Alamos, NM 87544 

Phone: (505)667-4448 

E-mail: lwwp@lanl.gov


SHEBA-II AS A CRITICALITY SAFETY BENCHMARK EXPERIMENT

R. J. Labauve and Joseph L. Sapir
Group TSA-12 MghSSI
Los Alamos National
Los Alamos, NM 87545
505 665.1561
505 667.3167-FAX

ABSTRACT

SHEBA-II (Solution High Energy Burst
Assembly-]) is a critical assembly experiment
currently (1995) being operated at the Los
Alamos Critical Experiments Facility. It is a
bare asscmbly fueled with an aqueous solution
of about 5% enriched uranyl fluoride that is
stored in four critically safe steel tanks. The
solution is transferred to the critical assembly
vessel (CAV) by applying gas pressure to the
storage tanks. Reactivity is controlled by
varying the solution level, and a safety rod may
be inserted in a thimble along the central axis of
the CAV for fast shutdown. The simple
geometry provided by this cylindrical sysiem
allovss for easily applied calculational methods,
and thus SHEBA-II is ideally suite1 for use as
a criticality safety benchmark experiment.

ASSEMBLY DESCRIPTION

The critical a=sembly vessel (CAV) of
SHEBA-1II [1] is basically a 30-in. length of
20-in., schedule 40 stainless steel 304L pipe,
with a nominal LD. of 18.814 in., a wall
thickness of 0.593-in., and a weight of 123.11
1b/ft (density of 7.855 g/cm3). The base plate
consists of three SS 304L disks of thicknesses
0.5 in., 0.5-in.,, and 0.125 in., boited
together. The diameter of the top disk is
machined to fit snugly into the pipe section.
The center of the base plate contains a 2.5-in.
hole for the safety rod thimble tube. This tube,
also made of SS 304L, is 30.25-in. long and
2.3-in. O.D. with a 0.25-in, wall. The top
cover of the CAV consists of 2 SS 304L disks
0.5-in. and 0.25-in. thick. Like the base plate,
the lower disk fits snugly into the pipe, and the
cover has a 2.5-in. central hole for the safety
rod thimble tube. The safety rod and follower

in the “out” position were not included in the
criticality safety benchmark model, as
calculations showed that effects of these on kegr
were small. The calculational model used for
SHEBA-1I1, as derived from these dimensions,
is shown in Fig. 1.

K. RESULTS

The measured critical height at 20 C was
45.0 cm, ie. kerr = 1.0000 for this
experimental configuration [2]. Analysis of the
experimental data determined the uncertainty in
the calculated k,¢r to be £ 0.0043. This
uncertainty is due mainly to the uncertainty in
the composition of the UO;F2+H20 as
indicated by results of several chemical
analyses of the solution :sported in [1].
Calculations using KENO in 16 multigroup
Hansen-Roach data, KENO in 27 multigroup
ENDF-IV data, MCNP continuous energ
ENDF-V data, and TWODANT in ;
multigroup ENDF-IV data gave k¢ values of
0.9915, 1.0097, 1.0094, and 1.0096,
respectively. The atom densities used in these
calculations were derived from an average of
go?ﬁituents in the chemical analyses reported
in [1].

CRITICAL HEIGHT RESULTS

The above codes/nuclear data were also
used to calculate critical heights instead of k.
TWODANT was also used with the Hansen-
Roach 16-group data and with 69-group
ENDF-V data. Additional calculations were
made with MCNP using JENDL-E3.2 data [3].
These results are shown in Table I, along with
carlier results using a somewhat different
model and different atom densities reported by
Butterfield in [4). Finally, a set of



specifications for SHEBA-II was published in
an issue of the Criticality Safety Quarterly [5]
and readers were invited to make calc::lations
based on these specifications. Their results
were included in subsequent issues of the
newsletter [© and 7], and are also included in
Table L.

As can be seen from Table 1, the calculaied
critical height is quite sensitive to the model/
methodology used, but on average, the
calculated critical height is low by about 4%
compared with the measured height of 45 cm.
This is much greater than the estimated
experimental uncertainty, indicating that
additional chemical analyses of the aqueous
solution in SHEBA-II need to be made. A
closer value to the measured critical heigh
would be calculated, for example, if the 235U
enrichment were reduced by about .05%.

ADDITIONAL EXPERIMENTS

In addition to the eigenvalue experiment,
other experimental results were obtained in the
course of running SHEBA-II. These include
measurements of the temperature coefficient of
reactivity, void coefficients, and reactivity as a
function of solution height [8]. Two- and three
-dimensional discrete ordinates calculations are
in good agreement with experimental results as
demonstrated below.

Temperature Coefficient

Three effects were taken into consideration
in calculating SHEBA-II temperature
coefficient, namely:

a. Changes in cross sections,

b. Vessel expansion, and

c. Solution expansion, according to
Johnson/Kraus [9] considering both volume
and density changes.

The total increase in critical height due to
these effects was calculated to be 1.5 cm for a
temperature incrcase of 15 C. These
calculations were done using TWODANT.
ENDF-V nuclear data in 69 groups were used
to calculate the cross-section changes and
vessel expansion effects, and ENDF-1V data in
27 groups were used for solution effects.
These gave 0.66 and 0.84 cm. ckanges,
respectively. Figure 2 shcws the measured and

calculated results of solution critical height vs
tem . A linear fit to the measured data
yields a critical height of 44.91 cm at 20 C,
which was used as the base pont for the
calculation.

Void Coefficients

The experimental setup to determine
SHEBA-II void coefficients employed two
aluminum blocks that were sectors of
cylinders. One was an 87-degree sector of a
3.15-in. high cylinder with an LR, of 8.62 in.
and an O.R. of 9.41 in. This piece
approximately fitted the outside of the CAV.
Measurements of critical height were made with
the block at the center and top of the solution.
Taking into consideration the displacement of
solution by the block, the measurements gave
an increase of critical height of 0.32 cm with
the block at the center and a decrease in critical
height of 0.11 cm with the block a! the top of
the solution. Calculated values using 3-DANT
and 27-group, ENDF-IV nuclear data were
4+0.32 and -0.17 cm, respectively. These
calculations were done using Al blocks; voids
gave approximately double these effects.

The other block was a 90-degree sector
with a height of 1.16 in., an LR. of 1.258 in.,
and an O.R. of 2.82-in., so that this Al piece fit
closely to the central thimble tube.
Measurements were taken at the center, 5 cm,
10 cm, and 15 cm above the center, and at the
top of the solution. Experimental and
calculated results are compared in the Fig. 3.

Reactivity as Function of Solution Height
Calculations to obtain reactivity change as a
function of solution height were performed
using the TWODANT code and 27-group
ENDF-IV nuclear ¢ata. Calculations were made
for heights from 45.0 to 46.0 cm, in
increments of 0.2 cm. Using the 45.0 cm
calculation as a base case, differences in ke¢r
were obtained for the other cases. These
differences were converted into units of cents

using a value of By = 0.0076. This value was
obtained using the methodology suggested by
Palmer [10]. In applying this method, two
TWODANT problems were run, one using the
total s and the second using the prompt s for
235U, thereby obtaining values of total kegr (k)



and prompt kesr (kp). The value of P.gr is
determined from

Besr=kr-kpx(1-P), B =0.0065 for 35U.

CONCLUSIONS

We have shown the rather large sensitivity
of the SHHEBA-1I critical height calculations to
model, methodology, and nuclear data used,
and have also indicated a need for additional
chemical analyses of the aqueous uranyl
fluoride solution in the assembly. Calculations
of temperature coefficient, void coefficient, and
criticality vs solution height, which are
performed as differences from a base
calculation, agree quite well with experimenal
results.
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Nuclear Data

Table I Calculated Critical Heights

Critical Height

Hansen-Roach

16

47.2

Hansen-Roach

16

47.2

ENDF-iV

27

42.5

ENDF-V

Cont. Energy

42.6

ENDF-IV

27

42.6

ENDE-V

69

41.3

JENDL-E3.2

Cont. Energy

41.41

JENDL-E3.2

Cont. Energy

42.52

ENDF-V

Cont. Energy

413

Hansen-Roach

16

447

Hansen-Roach

16

441

ENDF-V

Cont. Energy

42.7

ENDF-V

Cont. Energy

42.5

ENDF-IV

27

43.5

1. 1 x 106 histories
2. 1 x 1G5 histories

ENDF-IV

27

42.4
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Fig. 1. SHEBA-II calculational model.
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